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2. Beschreibung
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3. Systemkomponenten, Werkzeuge und Zubehör
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4. Technische Daten
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5. Sicherheitshinweise 
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6. Inbetriebnahme
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7. Bedienung
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®
Guidelines for D-LP32 with 2-speed gear DS-TS 30

D-LP32 / DS-TS 30 in 1st gear 1st gear: 800–1600 dia.
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D-LP32 / DS-TS30 in 2nd gear

D-LP32 / DS-TS30/WSS30 in 1st gear

32–63 Ampere

80–100 l/min.

D-RC-LP 32

Start

Ampere
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32–63 Ampere

80–100 l/min.

D-RC-LP 32
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45–50 Ampere

100 l/min

D-RC-LP 32

Start

Ampere
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I

32 63
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All settings same as
for D-LP32 / DS-TS32

 1st gear: 500 dia.
drive wheel

All settings same as
for D-LP32 / DS-TS32

1st gear: 700–750 dia.
Actual dia. Diameter settings

on remote control unit
700 Corresponds to 800 dia.
750 Corresponds to 800 dia.

2nd gear: 600 dia.
Actual dia. Diameter settings

on remote control unit
600 Corresponds to 1600 dia.
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8. Pflege, Unterhalt und  Wartung 
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9. Fehlersuche

46
47
48
49



46



47



48



49



50



51



52

06 / 2015 06 / 2015



53



54



55



*
2
0
0
9
4
9
5
*

20
09

40
5

Hilti Corporation 
LI-9494 Schaan
Tel.: +423 / 234 21 11
Fax:+423 / 234 29 65
www.hilti.com

Hilti = registered trademark of Hilti Corp., Schaan   
ar  |  20150922


