
HILTI SUBMITTAL PACKAGE
OSHA 1926.1153 TABLE 1, 
SECTION xii  
Sections xii:  Handheld grinders  
for uses other than mortar removal

Current Hilti angle grinders with a Hilti grinding hood: 
AG 450-7S 
AG 450-7D 
DEG 500 
DAG 500-D 
DCG 500-S 
AG 500-11S 
AG 500-12D 
DG 150
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  For instructions on how to assemble  
these systems, please refer to the  
Hilti North America Youtube page

 DG 150

 Angle grinders with a grinding hood

https://www.youtube.com/playlist?list=PLwUS9Az-1aFsI7XB3OeUKLpzew6C5gq4B
https://www.youtube.com/watch?v=49RGuhxueeU&list=PLwUS9Az-1aFsI7XB3OeUKLpzew6C5gq4B&index=10
https://www.youtube.com/watch?v=pbswLmVtkIs&list=PLwUS9Az-1aFsI7XB3OeUKLpzew6C5gq4B&index=9
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TABLE 1 REQUIREMENTS
These systems fall under table 1, section xii:  handheld grinders for use other than mortar removal. In order to be table 1 
compliant, the below requirements must be met:

• When performing outdoor applications only:  use a grinder equipped with integrated water delivery system that continuously 
feeds water to the grinding surface 

or

• Use tool equipped with commercially available shroud or cowling with dust collection system
• Operate and maintain tool in accordance with manufacturer‘s instructions to minimize dust emissions
• Dust collector must provide the air flow recommended by the tool manufacturer, or greater
• Have a filter with 99% or greater efficiency and a filter-cleaning mechanism
• dust collector must provide 25 cubic feet per minute (cfm) or greater of airflow per inch of wheel diameter

Table 1 requires a respirator to be worn in certain environments based on the time of the application.  Check below to see when an 
APF 10 respirator must be worn.

Equipment / Task Engineering and work practice control methods

Required respiratory protections  
and minimum Assigned  
Protection Factor (APF)

≤ 4 hours / shift > 4 hours / shift

(xii) Handheld grinders for 
uses other than mortar 
removal 

For tasks performed outdoors only.

Use grinder equipped with integrated water delivery system that continuously feeds 
water to the grinding surface.

Operate and maintain tool in accordance with manufacturer’s instructions to minimize 
dust emissions.

OR

Use grinder equipped with commercially available shroud and dust collection system.

Operate and maintain tool in accordnce with manufacturer’s instructions to minimize 
dust emissions.

Dust collector must provide 25 cubic feet per minute (cfm) or greater of airflow per inch 
of wheel diameter and have a filter with 99% or greater effciency and a cyclonic pre-
separator or filter-cleaning mechanism.

None None

• When used outdoors None None

• When used indoors or in an enclosed area None APF 10
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Tool models Accessory Vacuums (can use any) Method of compliance

AG 450-7S
AG 450-7D

Dust guard grinding hoods
(Item number 2102983)

VC 125-6
VC 125-9
VC 20-U
VC 40-U

VC 40-UE
VC 150-6 X
VC 150-10 X
VC 150-6 XE
VC 150-10 XE
VC 300-17 X

Table 1 compliantDEG 500
DCG 500-S
DAG 500-D
AG 500-11S
AG 500-12D

Dust guard grinding hoods  
(Item number 267719 

or 
Item number 2126539)

AG 600-A 36

grinding hoods for AG 600 are 
designed for 5 inch max. diameter 

wheels only

Dust guard grinding hoods  
(Item number 267719 

or 
Item number 2126539)

VC 150-6 X
VC 150-10 X
VC 150-6 XE
VC 150-10 XE
VC 300-17 X

VC 125-6
VC 125-9

Table 1 compliant

DG 150
Vacuum adapter 

(Item number 281862)

VC 300-17 X Table 1

VC 150-6 X
VC 150-10 X
VC 150-6 XE
VC 150-10 XE

Table 1 / Objective data*

VC 125-6
VC 125-9 Exposure assessment

VC 20-U
VC 40-U

VC 40-UE
Objective data*

*See Hilti’s published Objective Data — if not applicable to a specific application, exposure assessment is required.  

Check below to see how your system can be compliant with 1926.1153 Table 1.  To verify the generation of your tool, check the 
rating plate, or call Hilti at 800-879-8000 with your serial number.
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SYSTEM OVERVIEW

Hilti concrete grinding tools are table 1 compliant through use of a dust collection shroud hooked 
up to a vacuum that meets table 1 requirements. Hilti currently offers the below systems with this 
configuration: 

Note: previous generations of tools may have different item numbers or nomenclature. Check with your local Hilti representative or product instruction manual to verify

Tool Accessory Vacuum (use any)

AG 450-7S

AG 450-7D

4-1/2” grinding hood
VC 125-6 VC 125-9

VC 20-U VC 150-6 X

VC 150-6 XE VC 40-U

VC 150-10 X VC 40-UE

VC 150-10 XE VC 300-17 X

DEG 500

DCG 500-S

DAG 500-D

AG 500-11S

AG 500-11D

5” grinding hood
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Tool Accessory Vacuum (use any)

AG 600-A 36

grinding hoods for AG 600  
are designed for 5 inch max.  

diameter wheels only
5” grinding hood

VC 125-6 VC 125-9

VC 150-6 XE VC 150-6 X

VC 150-10 X VC 150-10 XE

VC 300-17 X

DG 150 Vacuum adapter

VC 125-6* VC 125-9*

VC 20-U** VC 150-6 X***

VC 150-6 XE*** VC 40-U**

VC 150-10 X*** VC 40-UE**

VC 150-10 XE*** VC 300-17 X

*Exposure assessment required
**See Hilti’s published Objective Data — if not applicable to a specific application, exposure assessment is required.
***Table 1 compliant, with the option to use objective data test report
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GRINDING

Grinding Dust Control — OSHA
Hilti developed dust collection systems for its angle grinders with a shroud, to be attached to a Hilti vacuum with a filter cleaning 
mechanism and 99% filter efficiency, compliant with OSHA 1926.1153, Table 1. 

Set-up
1. Attach the appropriate dust collection shroud to the grinder.
2.  Select appropriately‐sized vacuum (per OSHA Table 1, the vacuum must have a rating of at least 25 cfm per inch of wheel 

diameter). Attach vacuum hose to grinder shroud.
3. Start vacuum.
4. Verify proper operation of the dust collection system, including suction at the shroud

• Check for damage or leaks in the vacuum, hose, and shroud.
• See instructions for vacuum.

5. Verify the shroud seal is intact, and extends to at least the face of the cup wheel.

Grinding
1. Start the vacuum before beginning to grind.
2.  Hold the cup wheel face parallel with (flat to) the work surface. Always maintain the grinder such that the shroud seal is in full 

contact with the work surface (i.e., do not tilt the grinder)
3. Avoid grinding over a free edge of the work surface as much as possible.

• shrouds can be opened slightly to allow close access to a perpendicular obstruction. Only operate in this opened condition 
when necessary.

4.  Release the tool trigger and allow the grinder to come to a complete stop before lifting it from the work surface. Keep vacuum 
running until grinding operation is completed.

Cleaning and maintenance
• See instructions for vacuum.




